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2491X / H05V-K / H07V-K Technical Data Sheet  

Voltage rating 
(Uo/U) 

Max operating 
 temperature 

H05V-K: 300/500V 
H07V-K: 450/750V  

+70°C      

Nominal cross  
sectional area 

(mm) 

Nominal  
overall diameter 

(mm) 

Nominal  
weight 

(kg/km) 

Conductor  
resistance  
(Ω/km) 

Insulation  
thickness 

(mm) 

0.5 2.2 9 39.0 0.6 

0.75 2.3 12 26.0 0.6 

1.0 2.4 14 19.5 0.6 

Conductor: Class 5 flexible copper  

Insulation: PVC (Polyvinyl Chloride) Type TI1  
(Available in various colours) 

Standards: BS EN 50525-2-31:2011 
HAR Approved 

Application: PVC panel wiring for use in the switch control, relay and instrumentation panels of 
power switchgear and for purposes such as internal connectors in rectifier equipment, 
motor starters and controllers.  

Nominal cross  
sectional area 

(mm) 

Nominal  
overall diameter 

(mm) 

Nominal  
weight 

(kg/km) 

Conductor  
resistance  
(Ω/km) 

Insulation  
thickness 

(mm) 

1.5 2.9 20 13.3 0.7 

2.5 3.6 30 7.98 0.8 

4 4.2 46 4.95 0.8 

6 4.8 63 3.3 0.8 

10 6.3 118 1.91 1.0 

16 7.2 180 1.21 1.0 

25 9.0 270 0.78 1.2 

35 10.9 370 0.554 1.2 

50 12.4 510 0.386 1.4 

70 13.4 750 0.272 1.4 

95 15.4 1030 0.206 1.6 

120 1.6 17.3 0.161 1200 

H05V-K 

H07V-K 
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