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309*Y H05V2V2-F Technical Data Sheet  

Rated  
voltage 

Operating 
temperature 

Max. stocking 
temperature 

Max. temperature 
of short circuit 

Min. internal 
bending radius  

Max. mechanical  
stress 

300/500V 5ºC to 90ºC 40ºC 150ºC 6 x OD 5 N/mm 

Size 
 

(mm) 

Overall diameter 
(mm)  

(+/-0.2mm) 

Max. diameter of 
conductor wires 

(mm) 

Max. conductor 
resistance 

Thickness of 

insulation 

Approximate  
weight 
(g/m) 

Thickness 

of sheath 

2 x 0.75 6.20 0.21 26 0.60 54 0.80 

3 x 0.75 6.60 0.21 26 0.60 66 0.80 

3 x 1 7 0.21 19.5 0.60 78 0.80 

3 x 1.5 8.20 0.26 13.3 0.70 107 0.90 

3 x 2.5 10 0.26 7.98 0.80 164 1.10 

4 x 0.75 7.20 0.21 26 0.60 80 0.80 

4 x 1 7.8 0.21 19.5 0.60 98 0.90 

4 x 1.5 9.30 0.26 13.3 0.70 140 1.0 

5 x 0.75 8.00 0.21 26 0.60 100 0.90 

Conductor:                 Class 5 flexible annealed copper conductor to EN 60228, IEC 60228     

Insulation:  Thermoplastic PVC Type TI3 

Sheath:   Thermoplastic PVC Type TM3 

Core identification:    2 cores: Blue, Brown  
3 cores: Blue, Brown, Green/Yellow                 
4 cores: Grey, Brown, Green/Yellow, Black 
5 cores: Grey, Brown, Green/Yellow, Black, Blue 

Application:               Use in domestic premises and offices. 
For ordinary duty applications and household appliances, including 
damp premises. 

Standards :   EN 50525-2-11, ROHS 2011/65/UE, EN50575:2014+A1 
Harmonised Approved  
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